## Pipe stand foldable

## Foldable, ideally suited for mobile use

All trestles are supplied as standard with a V-head and safety ring to prevent unexpected collapse and injury. The foldable version with carrying handle makes it easy to put down and transport. The load capacity of the pipe stand is 1.500 kg . In addition, the heads are interchangeable and different sets of rollers are available.

- Quick lock washer for fast height positioning
- Safety adjusting screw
- Adjusting screw for locking the V -head
- Delivery incl. V-head

| Part No. | Description | Weight <br> kg | Height <br> Inch | Height <br> mm | Load <br> capacity <br> kg |
| :---: | :---: | :---: | :---: | :---: | :---: |
| RG350300Pipe stand foldable <br> and height <br> adjustable | 12 | $33.5-49.2$ | $850-1.250$ | 1.500 |  |
|  |  |  |  |  |  |



## Ball \& Roller Attachments

Steel rollers, stainless steel balls and polyethylene rollers for foldable pipe trestle

Please note that the above-mentioned attachments are always 2 required for 1 stand

| Part No. | Description | Load <br> capacity <br> $(2$ pieces) | OD <br> Inch | OD <br> mm | Weight <br> (per piece) <br> kg |
| :--- | :---: | :---: | :---: | :---: | :---: |
| RG350001 | Stainless steel <br> ball | 925 | $1-20$ | $25-500$ | 1,8 |
| RG350002 | Polyethylene <br> roller | 450 | $1 / 2-16$ | $12-355$ | 1,1 |
| RG350003 | Steel rollers | 450 | $1 / 2-16$ | $12-355$ | 1,3 |

## Pipe stand Heavy Duty

For pipes up to 900 mm outer diameter

- 2.725 kg Load capacity
- Version „Medium" and „Large" foldable
- Height adjustable
- Additional securing of the V -head
- Delivery complete, incl. V-head
- Pipe trestle also available with steel castors

| Part No. | Description | Height <br> mm | Load capa- <br> city <br> kg | Weight kg |
| :--- | :---: | :---: | :---: | :---: |
| RG350082 | Pipe stand HD small <br> with V-head | $406-724$ | 2.725 | 11,4 |
| RG350083Pipe stand HD <br> medium with V-head | $673-1.130$ | 2.725 | 16,8 |  |
| RG350084Pipe stand HD large <br> with V-head | $914-1.549$ | 2.725 | 21,4 |  |
|  | with |  |  |  |

